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Amendments to the Specification 

Please amend the specification as follows: 
Pag6 16. Tnes h» Ae $ 

The nodes 110, 1 12, 114 in the eTA system 102 shown in Figure 1 are made 
highly available by the use of Virtual IP addresses (VIPs). This technique, which is 
referred to as the Rainfinity technique, is described in multiple pending U.S. patent 
applications assigned to Rainfin i ty, Inc. of San Jooo, Cal i fornia EMC Corporation of 
Hopkinton. Massachusetts , the assignee of the present invention, including the U.S. 
Patent Application Serial No. 09/547.533 entitled "Distributed Server Cluster for 
Controlling Network Traffic", filed April 12, 2000, now U.S Patent No. 6.691.165 and 
the U.S. Patent Application Serial No. 09/437.637 entitled "Distributed Traffic 
Controller for Network Data", filed November 10, 1999, which are incorporated herein 
by reference. In this description, references to "Rainfinity" and associated products 
are to Ra i nfin i ty, Inc. of San Jooo, Cal i fornia EMC Corporation , assignee of the 
invention described herein. Other techniques for providing high availability of nodes 
may be used without departing from the invention. 


Page 24, line 17 - page 25. line 5: 

Some or all of the systems may also be maintaining transient local state 
information, which may be maintained by the server 106, such as through backend 
Web servers or application servers. For example, the contents of the shopping cart 
may actually be being built up in local memory in the particular Web server or 
application server that is maintaining the shopping cart. It should be noted that 
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